A FIRST TRANSLATING REPEATER 12 TRANSMITS 
AN ACCESS BURST TO BTS 1 5. 



BTS 1 5 DYNAMICALLY ASSIGNS AND PROVIDES 
THE IDENTITY OF AT LEAST ONE PTCH 
INCLUDING A FIRST BACKHAUL PTCH 
TO THE FIRST TRANSLATING 
REPEATER 1 2. 



THE FIRST TRANSLATING REPEATER 1 2 BEGINS 
TRANSMITTING DATA PACKETS OVER AT LEAST 
ONE PTCH INCLUDING THE FIRST BACKHAUL 
PTCH TO BTS 1 5. 



BTS 1 5 CAN DIRECT THE FIRST TRANSLATING 
REPEATER 1 2 TO WITHHOLD FURTHER PACKET 
TRANSMISSIONS UNTIL FURTHER NOTICE. 



BTS CAN RECEIVE ANOTHER ACCESS REQUEST 
FROM A SECOND TRANSLATING REPEATER 12. 
IN RESPONSE, BTS DYNAMICALLY ASSIGNS AND 
PROVIDES THE IDENTITY OF AT LEAST ONE 
AVAILABLE BACKHAUL PTCH WHICH CAN 
INCLUDE THE FIRST BACKHAUL PTCH. 



THE SECOND TRANSLATING REPEATER 12 
BEGINS BACKHAUL TRANSMISSIONS ON PTCHs 
DESIGNATED IN STEP 650. 



BTS 1 5 CAN INSTRUCT THE FIRST TRANSLATING 
REPEATER 12 TO BEGIN TRANSMITTING PACKETS 
ON AN AVAILABLE PTCH SELECTED FROM A 
GROUP OF PTCHs WHICH CAN INCLUDE THE 
FIRST BACKHAUL PTCH. 
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